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Replacement Filter P/N:
TF-9003D

Pre Filter P/N:
TP-7011B

‘Note: Filter Cleaning: When cleaning your Pra i.'b'y Lodtd
fitter, be sure to use only “Restore Kit"
(Takeda P/N: TP-7016C Pro Dry 5™ cleaner only.)

Pre Ory S ™ cleaning:

see cleaning instruction sheet TF-9000.

For replacement part(s) or “Restore Kit” please

log on to takedausa.com
P.0. Box 1719 Corona CA, 92878

op-a0327Pgz  takedausacom

EQB@QS?? Ralisngs s

Installation

Kit P/N:
- TL-4401P

Make:

KIA

Model: Year: ' Engine:
Soul ogion L4-2.0L
Parts Idenfification:

1 Alrfflter(F'r'a Dry 5™ TF-QOOBD)
1 Intake tube, upper 05-T4401P1

1 Intake tube, lower 05-T4401P2

1 Coupling, elbow 05-00135

1 Coupling, hump 05-00564

4 Clamp #048

2 Isolation mount M6

2 Flat washer M6

2 Nut M6

1 Pre filter

Tools Required:

10mm socket or wrench
Ratchet w/ extension
Phillips screw driver

. Flat head screw driver

5/18" nut driver
Pliers

Note: Read instructions before

| installation and have tools ready.




i

Cmplet Stock intake. Please discnnecr attery With 10 socket or wrench, loosen clamp on throttle
terminals before installation. body.

Cold air shown. Kit can also be converted to short ram.

With pliers, emove crank case line fro O intake Un-clip upper half of air box and remove. il With 10mm socket or wrench, loon th3bo|ts hold-
tube. ing in bottom half of air box.

Install upper intake tube assembly into vehicle with

Install provided M8 isolation mount to fact air box

With phl“lp »
on top of ram scoop and remove bottom half of airbox.  mounting point next to battery tray. provided elbow coupling and clamps. Do not tighten.







